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a b s t r a c t

Recent advances in glass chemistry have led to new multifunctional optical glasses of great technological
importance. Glasses containing high amounts of antimony have been studied for use in nonlinear optics,
near-infrared transmission, and as hosts for rare-earth ions in photonic devices. This work describes a
luminescence study of Er3þ and Er3þ/Yb3þ co-doping in a new SbPO4-GeO2 binary glass system. Near-
infrared and visible up-conversion emissions were observed in the green and red regions, which are
enhanced when the samples are co-doped with Yb3þ. Near-infrared emissions have good quantum ef-
ficiency and full width half maximum of 61 nm. Visible up-conversion emissions are governed by two
photons and described by excited state absorption, energy transfer and cross-relaxation processes.

© 2016 Elsevier B.V. All rights reserved.
1. Introduction

Rare earth (RE) doped glasses have been widely studied in glass
science due to their versatility in different optical applications, such
as solid-state laser materials, optical amplifiers, bar-code reading,
three-dimensional displays, and remote sensing thermometers
[1,2]. Among the available RE ions, Er3þ doped materials have
drawn much attention, as excitation at 980 nm causes such mate-
rials to display low energy infrared (IR) emissions at 1550 nm,
which is fundamental for applications in telecommunication sys-
tems and optical amplifier devices. They also have visible emissions
in the red and green regions caused by successive absorption of IR
photons, leading the population to higher energy levels by up-
conversion. Both processes are enhanced when the glass host is
co-doped with Yb3þ ions, due to their larger absorption cross sec-
tion than Er3þ ions at 980 nm, and processes of excited state ab-
sorption as well as energy transfer from Yb3þ to Er3þ ions [3,4].

Up-conversion efficiency is higher with smaller non-radiative
loss due to multiphonon relaxation, resulting in weak emission in-
tensities in the visible range. RE doped low phonon glasses exhibit
lower non-radiative decay rates. Thus, a suitable glass host for RE
anzani).
ions is necessary to develop new materials for optical applications.
Low phonon oxide glasses based on heavy metal oxide and tellurite
glasses (600e850 cm�1) also present high RE emission efficiencies
at the visible to near infrared region. However, many of these
compositions have weak mechanical strength and low thermal
stability against crystallization. Although silicate glasses present
high thermal stability and better mechanical properties, they have
high phonon energy (1050e1150 cm�1) which limits the efficiency
of infrared emission due to highly competitive non-radiative tran-
sitions [5]. Furthermore, the pumping efficiency and the emission
bandwidth for optical amplification directly depend on the chemical
nature of the host matrix. Efforts for broadening the emissions in
Er3þ doped oxide glasses have been previously made using phos-
phate [6], boron germanate [7] and tellurite [8,9] glasses.

Phosphate glasses containing heavy atoms have received much
attention for use in laser technologies, sensing and optical trans-
mission due to their large transparency window, which varies from
450 to 3500 nm depending on the chemical composition [10,11].
Their low melting point and high thermal stability also allow the
fabrication of optical fibers [12], and their low refractive index and
low dispersion are also advantageous [13]. Different phosphate
glasses have been used as the host matrix for RE ions, especially
those containing antimony, which have attracted much attention
for photonics applications [14,15].

The strategy used in this work employs antimony
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Table 1
Er3þ and Yb3þ co-doped SG prepared glass samples.

Sample label Rare-earth ions
concentration (mol%)

Er3þ/Yb3þ conc. ratio

Er2O3 Yb2O3

SG01 0.10 e e

SG01-04 0.10 0.40 0.25
SG02 0.20 e e

SG02-03 0.20 0.30 0.66
SG03 0.30 e e

SG03-02 0.30 0.20 1.5
SG04 0.40 e e

SG04-01 0.40 0.10 4.0
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orthophosphate, SbPO4, and germanium oxide, GeO2, as glass
precursors, resulting in low multiphonon energy of 800e950 cm�1

and glasses with high thermal stability, making this new glass
composition a good candidate for optical fiber production. Anti-
mony orthophosphate-based glasses are promising materials for
applications in optical systems due to their high refractive indices
(linear and nonlinear), ultrafast response time [16] and low two-
photon absorption [17]. Germanium antimonite-based glasses has
been applied in photonics devices and for optical fiber production
due to their advantages over silicate and borate glasses, such as low
glass transition temperature (Tg), low softening temperature [18],
high thermal expansion coefficients [18] and large transparency
windows from ultraviolet to near infrared regions (up to 4 mm)
[19,20]. Glasses containing high concentrations of antimony are not
good hosts for RE ions, and are usually present in combinationwith
other oxides, such as Ga2O3, Al2O3, B2O3 or GeO2 which helps the
addition of RE ions into the matrix.

In this work, GeO2 was combined with SbPO4 in order to obtain
their physical and chemical properties in one material, taking
advantage of the higher RE solubility of GeO2-based glasses with
large near-infrared transparency window (0.4e6 mm), high thermal
stability against crystallization and excellent chemical durability
[21]. Antimony- and lead-germanate glasses are good alternatives
to tellurite glasses for near infrared applications, as both present
similar phonon energies and infrared cut-off wavelengths, large
thermal stability against crystallization and high glass transition
temperatures [21,22].

In summary, this work aims to study the photoluminescence in
this new binary glass system based on SbPO4-GeO2 compositions
co-doped with Er3þ and Yb3þ ions. The dependence of the visible
and infrared emissions on Yb3þ concentration was investigated by
visible up-conversion, infrared luminescence and decay time
studies. Probable luminescence mechanisms are also proposed.
From a fundamental point of view, the study of RE-ions doped
antimony glasses are important as these glasses cannot support
large amounts of RE ions. In addition, it is worth noting the po-
tential of this composition for optical fiber production when co-
doped with Yb3þ/Er3þ ions, due to the high thermal stability
against crystallization and high viscosity of the glass host.

2. Experimental

Glass samples were synthesized using a conventional melt-
quenching method. The starting materials were germanium ox-
ide, GeO2 (Alfa Aesar 99.999% pure), and antimony orthophosphate,
SbPO4 (prepared as described in Ref. [11]), while RE ions were
supplied using ytterbium oxide, Yb2O3 (99.9% pure), and erbium
oxide, Er2O3 (99.99% pure). Raw materials were stoichiometrically
measured to yield 7 g of a glass with molar composition 40SbPO4-
60GeO2, then mixed and loaded in a platinum crucible. The batch
was melted at 1100 �C for 40 min under air, ensuring complete
elimination of adsorbed gases and good homogenization. The melt
was cooled in a preheated stainless steel mould at 20 �C below Tg,
then annealed at this temperature for 2 h and slowly cooled to
room temperature to minimize residual internal stress. Polished
bulk glass samples were used for optical characterizations. The
glass host was labeled as SG for better readability, and the samples
prepared in this work are listed in Table 1.

Characteristic temperatures (Tg for glass transition and Tx for the
onset of crystallization) were obtained using differential scanning
calorimetry (DSC) at 300e800 �C under N2 at a heating rate of 10 �C/
min, using a NETZSCH Equipment DSC 404 F3 Pegasus calorimeter,
with amaximumerrorof±2 �C for Tg and Tx. Thermal stabilityagainst
crystallizationwas evaluated from the stability parameter DT¼ Tx e
Tg.
Raman scattering spectra were acquired at room temperature in
the frequency range from 100 to 1500 cm�1 using a HORIBA Jobin
Yvon model LabRAM HR micro Raman apparatus equipped with a
632.8 nm laser of 30 mW power.
2.1. Absorption and photoluminescence measurements

Absorptions measurements were performed on the polished SG
bulk glasses with ~1.8 mm thickness from 200 to 1800 nm using a
Varian Cary 5000 spectrophotometer. Linear refractive indices were
obtained from polished bulk samples using prism coupling tech-
nique at 532.4, 632.8 and 1550 nm. For a reliable comparison be-
tween the luminescence spectra between different samples, the
glasses were ground and sieved to obtain similar grain size distri-
butions from 0.063 to 0.045 mm for all samples. The emission
spectra were recorded using a Spectra Pro 300i spectrometer
equipped with an InGaAs detector from 800 to 1700 nm with a
photomultiplier tube to collect the up-conversion emissions in the
visible region. A diode laser operating at 980 nm coupled with a
standard multimode fiber (50 mm core diameter) was used as the
excitation source, with variable pump power of 100e500 mW.
Photoluminescence measurements were performed at room tem-
perature and corrected by the instrumental response. Erbium life-
time decay in the infrared region was determined from the
fluorescence decay of the 4I13/2 / 4I15/2 transition using a Fluorog 3
Horiba (Jobin Yvon Co.) equipped with a pulsed xenon lamp of
450Wand a germanium detector from 950 to 1700 nm. The sample
holder used for luminescence measurements had an elliptical
shape of 10 mm � 5 mm, and 1 mm depth, and was positioned 30�

relative to the detectors. In this way, by using the same powder
glass volume and grain size distribution, we expect similar scat-
tering of the excitation light for all samples, giving more reliability
to compare emissions intensities among different glass samples.
Photoluminescence quantum yield (PLQY) of the samples was
evaluated upon laser excitation at 930 nm line from a tunable
Ti:Sapphire laser with a power of 510 mW coupled to an optical
spectrum analyzer and an integrating sphere, by using an absolute
method [23,24].
3. Results and discussion

Colorless undoped samples and slightly pink doped samples
were obtained from the binary 40SbPO4-60GeO2 glass system.
Homogeneous samples without bubbles and crystallites were
produced. The maximum amount of RE oxides accepted by the
binary system 60SbPO4-40GeO2 to avoid devitrification is 0.5 mol%.
Above this concentration the samples easily crystallize, enabling
the production of bulk glass. Thus, the highest RE oxide concen-
tration used was in consideration of the total amount of Er2O3 and
Yb2O3, as related in Table 1.



Fig. 2. Raman spectra of SG (undoped), SG01-04 and SG0401 glass samples.
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DSC curves for SG undoped and SG doped (SG04-01) samples
are shown in Fig. 1. The characteristics temperatures Tg, Tx and DT
are unchanged at 410 �C, 610 �C and 200 �C, respectively, even
when the RE oxide concentration is at its maximum (0.5 mol%),
showing that low concentrations of dopant not cause glass struc-
tural modification. It is worth noting that the value of the thermal
stability parameter against crystallization is comparable with those
found in tellurites [9], lead germanates [22] and phosphates glasses
[12], making 40SbPO4-60GeO2 a promising candidate for optical
fiber production and optical applications. Moreover, the fact that
this antimony-containing glass can accept certain amounts of RE
ions, unusual behavior for this type of glass, means it can be used
for many photonics applications.

Raman spectra for SG, SG04-01 and SG01-04 glass samples are
shown in Fig. 2, which exhibit several Raman features used to
evaluate the structural dependence of composition as a function of
RE oxide concentration. As expected, any strong structural changes
are observed at low concentrations of dopants. All samples showed
a weak broad band from 900 to 1300 cm�1 assigned to asymmetric
and symmetric stretching of OePeO bridges associated with
orthophosphate tetrahedral units linked by the oxygen in SbPO4

and GeO2 units [25]. Another weak band at ~850 cm�1 is assigned
to the Ge-O-Ge asymmetric stretching of GeO4 units. The region
from 500 to 700 cm�1 is assigned to the overlap of GeO4 (Ge-O-Ge
at 600 cm�1), PO4 and SbO4 tetrahedral units (symmetric bending
of SbO4 at 546 cm�1) bands. The most intense band centered at
~450 cm�1 is assigned to the Ge-O-Ge symmetric stretching of six-
member rings of GeO4 tetrahedral units [26], overlapping with the
band at ~460 cm�1 assigned to the asymmetric bending of PO4
units. A shoulder observed at ~320 cm�1 is assigned to a group of
vibration modes present in SbPO4 [26].

Similar to the thermal behavior, no changes are observed in the
linear refractive indices n0, as a function of Er2O3 and Yb2O3 ion
concentration. The refractive indices at 532.4 nm, 632.8 nm and
1550 nm were 1.73, 1.72 and 1.69, respectively, regardless the
amount of dopant.
Fig. 1. Differential scanning calorimetric curves (DSC) of SG (undoped) and SG04-01
glass samples.
Absorptions spectra of the SG undoped and SG-doped glass
samples are shown in Fig. 3. The RE absorption bands originate
from electronic transitions of Er3þ and Yb3þ ions from their
fundamental levels to excited ones. Erbium ions have bands close in
energy, and for an accurate investigation of the up-conversion
mechanism, the excitation light was focused on the surface of the
powdered samples to ensure similar light scattering from all glass
samples (same grain size distribution), and then reducing re-
absorption of the emitted photons by ground state Er3þ ions.

The transitions of Er3þ ions are labeled in the inset of Fig. 3,
considering the absorptions from the 4I15/2 ground state level to the
4G11/2 at 390 nm, 4F7/2 at 490 nm, 2H11/2 at 521 nm, 4S3/2 at 546 nm,
4F9/2 at 652 nm, 4I9/2 at 800 nm, 4I11/2 at 980 nm and to 4I13/2 at
1550 nm. The absorption at 980 nm is assigned to Yb3þ ion ab-
sorption from the 2F7/2 ground state to the 2F5/2 excited state.
3.1. Visible up-conversion emissions of Er3þ doped and Er3þ/Yb3þ

co-doped SG glasses

Visible up-conversion emissions were weakly detected in the
green (500e600 nm) and red (620e700 nm) regions for single Er3þ

doped SG samples, with very low signal/noise ratios even under
excitation power of 500mW. Theweak visible emissions intensities
of the single doped samples are related to the low absorption cross
section at 980 nm of Er3þ ions. These emissions are explained by
the successive absorptions of one or more 980 nm photons, leading
the electron population to higher energy levels. In order to increase
the visible emissions intensities, Er3þ/Yb3þ co-doped glass samples
were prepared and labeled SG01-04, SG02-03, SG03-02 and SG04-
01, as shown in Table 1.

Fig. 4(a) show the visible up-conversion spectra for the co-
doped samples. The green emissions are attributed to bands
centered at 544 nm and 522 nm, assigned to the 4S3/2 / 4I15/2 and
2H11/2/

4I15/2 transitions, respectively. For the red emission, a large
band centered at 652 nm is attributed to the 4F9/2 / 4I15/2



Fig. 3. Absorption spectra of SG, SG04 and SG01-04 glass samples. Er3þ and Yb3þ excited levels are labeled, considering absorptions from the ground states 4I15/2 and 2F5/2,
respectively.
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transition. Both emissions are broad due to the inhomogeneous
broadening characteristic of amorphous materials and Starks
splitting.

According to Fig. 4(a), the highest visible intensity occurred in
the sample containing 0.2 mol% of Er3þ and 0.3 mol% Yb3þ. For an
efficient interaction between Yb3þ and Er3þ ions, one emitter ion
have to be sensitized by two sensitizer ions (Yb3þ). For the highest
Er3þ and lowest Yb3þ concentrations (SG03-02 and SG04-01),



Fig. 4. (a) Visible up-conversion emissions spectra of Er3þ/Yb3þ co-doped SG glasses
(SG-01-04, SG-02-03, SG-03-02 and SG-04-01) from 500 to 720 nm under 980 nm
excitation; and (b) up-conversion emission spectra of SG-02-03 glass sample under
980 nm excitation with pump power of 100e500 mW.

Fig. 5. Visible up-conversion emission intensities as a function of excitation power at
980 nm for SG02-03.

Fig. 6. Energy level diagram of Er3þ and Yb3þ ions under excitation at 980 nm.
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insufficient energy transfer from Yb3þ to Er3þ decreases the radi-
ative emissions as erbium ions weakly absorb 980 nm light. In the
case of sample SG01-04, due to the low concentration of Er3þ ions,
they are placed far away from the sensitizer ion (Yb3þ ions), leading
to an inefficient interaction between them that weakens the up-
conversion emissions. High intensity up-conversion emissions
were observed in SG-02-03, as shown in Fig. 4(b). The visible
emissions intensities increase as a function of excitation power, and
the assigned transitions are shown in Fig. 4.

Infrared lifetime decay times were calculated with a first order
exponential fitting of SG-02 and SG-02-03 spectra obtained by
excitation at 520 nm while monitoring the 1550 nm emission. The
lifetimes were 5.3 and 5.7 ms respectively, which are comparable
with values obtained from silicate [27], fluoride [28] and tellurite
[29] glass compositions.

To better understand the involved up-conversion mechanisms,
the dependence of the integrated band intensities for each visible
emission as a function of pump power is plotted in Fig. 5. Generally
speaking, in up-conversion processes the emission intensity IUC is
proportional to Inex, where Iex is the intensity of the infrared exci-
tation, and n is the number of infrared photons absorbed per visible
photon emitted [30], which is determined from the slope obtained
by the linear fit of log(IUC) vs. log(Iex). Fig. 5 shows the logarithmic
plots of IUC vs. Iex for the three emissions, showing good linear
adjustments with the experimental values for all wavelengths
(R ¼ 0.998). The number of involved photons for green (522 and
544 nm) and red (652 nm) emissions for the SG-02-03 sample are
1.81, 1.74 and 1.72, respectively. From these results, the proposed
up-conversion mechanism indicates an average of two photons
involved in the frequency up-conversion process. While we expect
a two-photon process, these lower values indicate a temperature
dependence of the emitter levels of Er3þ. The temperature was
increased by the excitation light, owing to the relatively high power
used for the luminescence measurements.

Three possible up-conversion mechanisms for Er3þ/Yb3þ co-
doped SG glasses are by excited state absorption (ESA), energy
transfer (ET) and cross-relaxation (CR) [31]. Fig. 6 shows the energy
level diagram of Er3þ and Yb3þ as well as the possible mechanisms
involved. For green emissions, a two-step up-conversion mecha-
nismmay occur. (a) First, the Er3þ excited state 4I11/2 level is directly
excited with 980 nm pump light from the ground state 4I15/2 (GSA)
and also by energy transfer (ET) from the Yb3þ excited state 2F5/2,



Fig. 7. Infrared emission spectra for (a) SG02 and SG02-03 glass samples under excitation at 980 nm; and (b) normalized emission spectra around of SG02 and SG02-03 glass
samples under excitation at 980 nm.
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due to the absorption of 980 nm photons by the ground state 2F7/2
level: 2F5/2 (Yb3þ) þ 4I15/2 (Er3þ) / 2F7/2 (Yb3þ)þ 4I11/2 (Er3þ). Note
that ET from Yb3þ to Er3þ ions is prevalent over to the direct exci-
tation of 4I11/2 level of Er3þ, due to the large absorption cross-
section of Yb3þ than Er3þ ions at 980 nm; (b) second, the excita-
tion processes involving electrons at 4I11/2 (Er3þ) excited state by
different mechanisms: (i) by ESA, where the excited Er3þ ion ab-
sorbs a second 980 nm photon, raising the electrons to the highest
energy level 2F7/2 of Er3þ ions: 4I11/2 (Er3þ) / 4F7/2 (Er3þ); and (ii)
by energy transfer (ET), where excited Yb3þ ions (2F5/2 level)
transfer this energy to Er3þ ions, promoting their excited electrons
from 4I11/2 to 4F7/2: 2F5/2 (Yb3þ)þ 4I11/2 (Er3þ)/ 2F7/2 (Yb3þ)þ 4F7/2.
Then, the excited electrons in the 4F7/2 level relax through matrix
multiphonon processes to drop to the energy level 2H11/2, emitting
at 522 nm by a radiative energy decay to the ground state 4I15/2:
2H11/2 (Er3þ) / green emission þ 4I15/2 (Er3þ); and at 544 nm by a
non-radiative decay from 2H11/2 to 4S3/2 and then radiative decay to
the ground level: 4S3/2 (Er3þ) / green emission þ 4I15/2 (Er3þ).

For green emissions, a CR mechanismmay occur in excited Yb3þ

(2F7/2 þ hn980nm / 2F5/2) and Er3þ ions, promoting the latter to the
4I11/2 excited state. The 980 nm photon absorbed by Er3þ (4I15/
Fig. 8. Bar graph relating the IR emission intensities at different pump powers
(100e500 mW) for the Er3þ/Yb3þ co-doped glass samples.
2 þ hn980nm / 4I11/2) then promotes the electrons to the 4F7/2 level,
followed by a multiphonon relaxation to luminescent Er3þ levels
2H11/2 (4F7/2 / multiphonon relaxation þ 2H11/2 / green
emission þ 4I15/2) and 4S3/2 (4F7/2 / non-radiative decay þ 4S3/2 /
green emissionþ 4I15/2), giving green emissions at 522 and 544 nm,
respectively.

The relative populations in the emitting Er3þ levels 2H11/2 and
4S3/2 are temperature dependent as kBT, where kB is the Boltzmann
constant and T the absolute temperature, reflecting on the intensity
ratio between the two green emissions at 522 and 544 nm. The red
emission is obtained when the 4F9/2 energy level of Er3þ ions is
populated and radiative decays to the ground 4I15/2 level, emitting
652 nm light in two possible ways: (i) Yb3þ and Er3þ ions are
simultaneously excited to the 2F5/2 and 4I11/2 levels, respectively, by
absorption of 980 nm photons. In turn, the electrons of Er3þ un-
dergo non-radiative decay as 4I11/2 / 4I13/2 þ non-radiative pro-
cess. Then, the 4F9/2 level can be populated by absorption of one
more 980 nm photon or by energy transfer from Yb3þ ions at
excited state: 2F5/2 (Yb3þ) þ 4I13/2 (Er3þ) / 2F7/2 (Yb3þ) þ 4F9/2
(Er3þ) þ ET. The 4F9/2 level can also be occupied by non-radiative
Fig. 9. Infrared emission spectra from 1400 to 1700 nm of Er3þ/Yb3þ co-doped SbPO4-
GeO2 glasses under excitation at 980 nm, varying the excitation power from 100 to
500 mW.



Fig. 10. Absolute photoluminescence spectra of Er3þ/Yb3þ co-doped SG02-03 sample
up on 980 nm excitation with an excitation power of 510 mW under A, B and C con-
ditions. Condition A: An incident photons collected with OSA without the sample;
condition B: An emitted photons collected when the sample is placed inside an inte-
grating sphere and the laser beam is incident on the sample with diffused light;
condition C: An emitted photons collected when the sample with in an integrating
sphere and the laser beam is directed on it.
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decay from 4S3/2, contrary to what occurs for green emissions at
544 nm (assigned to the 4S3/2 energy level), where a non-radiative
process occurs as 4F9/2 (Er3þ) / 4I15/2 (Er3þ) þ red emission. The
red emission at 652 nm has a higher intensity compared to the
green emission due to the preferable non-radiative decay from the
4S3/2 and 2H11/2 excited levels to 4F9/2, followed by a radiative decay
to the Er3þ ground state level.

3.2. Infrared emission

For optimized applications, the most important emission of Er3þ

occurs in the IR region (at 1550 nm), which can be used for optical
amplifier applications. Indeed, erbium doped glass matrixes have
been extensively studied due to their broad IR emissions which
cover all telecom wavelengths located along the 3rd telecom win-
dow. For Er3þ ions, the luminescence from the excited 4I13/2 state to
the ground 4I15/2 state results in a broad band centered at approx-
imately 1550 nm. Similarly for visible up-conversion emission
behavior, the presence of Yb3þ ions enhances the IR emission in-
tensity at 1538 nm, as exemplified in Fig. 7(a) for samples SG02 and
SG02-03 when excited at 980 nm radiation of 300 mW. In this case,
the center IR band (1538 nm) almost doubles in intensity when co-
doped with Yb3þ.

Among the Er3þ/Yb3þ co-doped samples, regardless the excita-
tion power, the enhanced emission intensity is also prominent in
SG-02-03 as shown in Fig. 8, which was chosen for further infrared
luminescence studies.

Fig. 9 shows the IR emissions spectrum for SG02-03 at
1400e1700 nm, varying the excitation power from 100 to 500 mW.
As expected, the emission intensity increases with pump power,
and a broadening of the full width half maximum (FWHM) from 41
to 61 nm is observed, which is related to the excitation power and
the sensitization of Yb3þ co-doping Er3þ in antimonite germanium-
phosphate glasses.

The infrared emissions spectra for SG02 and SG02-03 are pre-
sented together in Fig. 7(b) for better comparison of the FWHM and
relative luminescence intensities. Er3þ/Yb3þ co-doped samples
show a slightly broader band with FWHM ¼ 61 nm, due to Yb3þ

ions acting as sensitizers and absorbing 980 nm photons more
efficiently than Er3þ ions, transferring energy to Er3þ and
enhancing the emission at 1538 nm, as previously shown in Fig. 6.

In order to gain more insight in the spectroscopic properties of
Er3þ/Yb3þ co-doped SbPO4-GeO2 glasses, JuddeOfelt modeling was
performed by using the absorption spectrum of SG02-03 (shown in
Fig. 3). The experimental oscillator strength fexp for the Er3þ tran-
sitions were calculated from the integrated area of the absorption
bands as fexp ¼ 4:31� 10�9R

εðyÞdy, where ε(y) is the molar
extinction coefficient at the corresponding frequency y (cm�1).
JuddeOfelt parameters [32,33] U2, U4 and U6 were determined as
5.58 � 10�20, 1.30 � 10�20 and 6.14 � 10�21 cm2, respectively,
similar to those found in other phosphate glasses [34]. The radiative
lifetime (tr) of the 4I13/2 level was calculated from the JuddeOfelt
parameters and the experimental value (tf) was estimated around
9.7 ms.

Absolute photoluminescence spectra of the Yb3þ and Er3þ co-
doped SG02-03 sample up on 930 nm laser excitation is shown in
Fig. 10. The photoluminescence quantum yield of Er3þ ion and Yb3þ

ion found to be 32% and 37%, respectively, for the best sample
(SG02-03). The higher PLQY for Yb3þ due to in-band pumping that
compared to the Er3þ(out of the band), as the Er3þ has no resonant
absorption at the pumping wavelength. The obtained PLQY for Er3þ

is due to the energy transfer from Yb3þ to Er3þ. This low PLQY can
be explained by the fact that the glasses synthesized under ambient
atmosphere which increases the free OH� vibrations in the struc-
ture thus favoring non-radiative processes. To achieve high PLQY
(close to unity) and low background absorption, the synthesis can
be performed under controlled N2 atmosphere, and also the usage
of purified starting materials. Future work will focus on the syn-
thesis of low OH� content purified glasses can be investigated for
laser cooling applications.

4. Conclusions

In this work we obtained Er3þ doped and Er3þ/Yb3þ co-doped
antimonite germanium-phosphate glasses with composition
SbPO4-GeO2 by using melt quenching techniques. Despite the dif-
ficulties of incorporating RE ions into antimonite based glasses, our
system featured enough RE ions to obtain luminescence and to
propose photonics applications according to the potential shown
by these glass hosts. The luminescence in the visible and infrared
ranges was evaluated using absorption and luminescence studies.
Potential up-conversions processes involve ESA, ET and CR
mechanisms.

We evaluated the influence of Yb3þ ions on the enhancement of
infrared, green and red up-conversion emissions at 1538 nm, (522
and 544 nm) and 652 nm, respectively. The composition reported
in this work indicates that this glass can be used to manufacture
optical devices operating as optical amplifier into the telecom C-
band. Due to the intense visible emissions, this new glass also has
potential for use in many applications in photonics, such as solid-
state laser materials to develop up-converting compact visible la-
sers. Another interesting point of view is that up-conversion ma-
terials emitting in the visible range by excitation at IR would be
useful in high capacity data storage optical devices, bar-code
reading, laser printing, biomedical instruments and temperature
sensing.

In general, the infrared and up-conversion emissions observed
in Er3þ/Yb3þ co-doped antimonite germanium-phosphate glasses
are very interesting for an extended range of photonic applications,
due to the efficient emission of RE ions in this matrix. In addition to
the high thermal stability against crystallization and large trans-
parent window, combined with the aforementioned luminescent
properties, this composition is suitable for the production of optical
fibers.
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